
DISCLAIMER: 

Values: All values presented have been determined by standard test methods and are average values only. 

Recommendations: Whilst we are happy to recommend products from our range for applications, it is imperative that the customer/user complete  

their own tests to determine suitability for their application under “working conditions” and if longevity is important, that ageing tests be carried out. 

Warranty: We can only warranty our products to the level that they are consistent with our Product Information Sheet values           

BUT CANNOT accept any responsibility or liability direct or consequential for loss or damage caused as a result of our recommendations. 

PRODUCT BRIEFING NOTE 

Product Description 

A534 is a brown coloured Kraft Paper Tape coated one side with a 

high tack rubber resin adhesive. 

 

 

Product Features  

• Available in widths from 12mm to 1,400mm in 50 Metre lengths 

• A moisture resistant kraft flatback paper backing 

• High tensile strength flatback paper 

• Hand-tearable and easy unwind 

• A blend of natural and synthetic rubber adhesive with good quick-stick and clean  

 removability 

• US in origin, meets various US Standards: U.S. Postal Service and U.P.S (United Parcel 

Service). PPP-T-42C, Type II C.I.D. A-A-883B, Type II  

 

 

Benefits  

✓ A backing that is both moisture stable and high tensile strength  

✓ Easily hand torn  

✓ Good adhesion to self 

✓ Industry standard used for over 50 years 

 

 

Key Markets 

• Splicing, tabbing and holding within the cardboard industry for both corrugated and 

core manufacturing 

• Carton sealing, packaging and sealing  

• Picture framing 

• Silk screening masking 

• Craft work and scrapbooking 
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